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CHEMICAL RESISTANCE OF GEOTHANES

SECONDARY CONTAINMENT (3)IMMERSION SERVICE (2)

CHEMICAL 520 5020 520 5020

ACIDS
5% ACETIC  ACID
5% HYDROCHLORIC ACID
10% HYDROCHLORIC ACID
37% HYDROCHLORIC ACID
5% NITRIC ACID
10% NITRIC ACID
10% OXALIC ACID
20% PHOSPHORIC ACID
85% PHOSPHORIC ACID
5% SULFURIC ACID
25% SULFURIC ACID
50% SULFURIC ACID
90% SULFURIC ACID

ALKALIS
15% SODIUM HYDROXIDE
50% SODIUM HYDROXIDE
28% AMMONIUM HYDROXIDE

SALTS
40% AMMONIUM NITRATE
50% AMMONIUM SULFATE
10% SODIUM CHLORIDE

WATER
FRESH WATER
SEAWATER
WASTEWATER(4)

FUELS & SOLVENTS
ACETONE, MEK
BUTYL  ACETATE
CRUDE OIL
DIESEL OIL/FUEL OIL
ETHANOL, METHANOL
GASOLINE
JET FUEL
MINERAL SPIRITS
10% MTBE IN GASOLINE
TOLUENE, XYLENE

(1) The ratings are based on laboratory screening tests and are intended as a general guide to the chemical resistance properties
of the Geothanes.
R= Can be Recommended, LR= Limited Recommendation, NR= Not Recommended
(2)  Based on 30 day immersion tests at 80oF to indicate suitability for continuous or frequent immersion service.
(3)  Based on 3-day immersion tests at 80oF to indicate the ability of a Geothane membrane to function as an impervious membrane
until the leak or spill is recovered or cleaned up.
(4)  The expected range of analysis should be reviewed with Futura for a specific recommendation of Geothane product and thickness.
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Our data is based on information from laboratory tests which are believed to be accurate but all recommendations are made without warranty, since
the conditions of use are beyond Futura Coatings, Inc.'s control.  We do not assume any liability for the product relative to coverage, performance,
or injury resulting from its use.  Liability, if any, is limited to the replacement of products.
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